
D-SHOW 
PROFILE
Power Goes Portable
Meet the newest member of Digidesign’s® VENUE live sound environment family. D-Show Profi le™ 

packs the power, fl exibility, and sound quality of the fl agship D-Show™ console into a smaller 

footprint that’s ideal for nightclubs, theaters, houses of worship, corporate events, and remote 

broadcasts. Fully compatible with all existing VENUE hardware, D-Show Profi le delivers dynamic 

performance and reliability to even the smallest venues.



A. Input Channels
The input channel section provides immediate visual and tactile 

control in a familiar channel strip layout. Each channel features an 

independent, assignable encoder for quick adjustment of key 

parameters—such as gain, pan, compression, gate threshold, and 

aux send levels—without having to assign each channel to the 

console’s central control section.

B. Input Faders 
Four fader banks allow easy access to the full 96-input capacity 

of the 24-fader D-Show Profi le console.

C. Multi-Function Input Faders
These multi-purpose faders offer access to all four banks of input 

faders as well as the dedicated effects returns. They can also be 

used as encoders for 1/3-octave graphic equalizers.

D. Assignable Channel Section
View and adjust all parameters for a selected channel within the 

Assignable Channel Section (ACS). The ACS features dedicated 

controls for assigning and adjusting buses, auxiliary sends, onboard 

and plug-in EQs and dynamics processors, and more.

E. View Mode
These controls provide immediate access to every D-Show™ software 

page—such as the inputs, outputs, fi ling, snapshots, patchbay, plug-ins, 

and options pages—at the push of  a button. Preview and recall all 

snapshots with the rotary control.

F. Assignable Output Encoders 
The D-Show Profi le master section features assignable encoders to 

control numerous operations, including output pans and mono and 

stereo (PQ) matrix mixes. The encoders are also mapped for plug-in 

control—all parameters appear below each encoder in the six-character 

LCD display.

G. Assignable Output Faders
The console features high-quality, touch-sensitive, 100-mm faders 

that can be selectively assigned as master controls for auxes, stereo 

(PQ) matrixes, mono matrices, subgroups, and VCA masters.

H. Master/Global Section
The Master/Global section houses controls for the main left, right, 

and center/mono buses. All headphone and near-fi eld monitor 

controls are located near all solo status selections. Dedicated two-

track, talkback, and noise sources—plus eight programmable mute 

groups—are also available.

I. Meter Bridge
The meter bridge offers a high-resolution display of the left, right, 

and center mono output levels, plus eight assignable output meters 

to display aux, stereo (PQ) matrix, mono matrix, and subgroup output 

levels. Additionally, the bridge provides high-resolution meters for 

ACS targeted inputs, which include independent meters for compressor 

and gate gain reduction displays.
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Compact Footprint
The console’s compact form factor allows D-Show Profile to fit 

into venues where space is a challenge without compromising 

the power, sound quality, and flexibility for which VENUE has 

become known.

File Portability
Show files created on D-Show Profile can be shared with D-Show 

and vice-versa. No new software to learn. No new show files 

to build. True, complete portability enables you to concentrate 

on what you do best - mixing the event.

Complete Hardware Compatibility
D-Show Profile is fully compatible with all existing hardware 

in the VENUE family. This means you needn’t fear product  

obsolescence as your business grows—simply add another 

mixing console to your current arsenal. No need to change 

existing workflows and system designs.

Weight:
100 lbs (45.4 kg)

45.3”
1150mm

31.1”
790mm

6.65”
169mm

New Features
D-Show Profile expands interconnectivity to your existing 

products with its new General Purpose Interface, which  

allows D-Show Profile to engage or respond to devices that 

react to simple switch closures. This allows for more precision 

and predictability when running events.

D-Show 2.5 Software
D-Show 2.5 software brings newly designed workflow  

enhancements—such as the powerful Events List, enhanced 

Matrix and PQ input assignments, and expanded snapshots 

and library management—to the VENUE system’s acclaimed 

software interface.

Experience the power and performance of  
the VENUE live sound environment at your  
Digidesign VENUE dealer today.
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SUPPORT
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PRODUCT  
INFORMATION
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INTERNATIONAL  
OFFICES
Visit the Digidesign  
website for contact  
information

ASIA
venue-asia@digidesign.com
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venue-china@digidesign.com
venue-japan@digidesign.com

EUROPE
ontheroad@digidesign.com
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