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Pro Tools® is making waves in the audio industry
with its surround sound mixing and editing
features. Now, you can take full advantage of
these capabilities with the SurroundScope plug-in
from Digidesign®. SurroundScope provides a
graphical display of the signal level for each
audio channel within the multichannel sound
field.With its intuitive interface, you can accu-
rately see what your listeners will hear — right
from within Pro Tools.

Aside from all the amazing features that
SurroundScope offers for anyone doing 
multi-channel mixing in the latest Pro Tools
software, SurroundScope also features 
many benefits for Pro Tools LE users.With 
its full-featured Lissajous Phase Meter,
SurroundScope brings to the Pro Tools LE
platform a simple, yet highly accurate way 
to monitor the phase of your stereo mix or
other stereo tracks in your session.

PUTTING YOUR MIXES ON THE MAP

Multichannel mixing capabilities let you
position audio not just from left to right as
on the stereo plane, but also from front to
rear as well. Using SurroundScope to create
these complex mixes is like using radar to
detect the signal’s movement across the
sonic landscape.

SurroundScope automatically detects the
multichannel format of your Pro Tools track
and places the channels in a circle around
the Surround Display’s center.To figure out
the precise location of your audio within the
sound field, just observe how the circular
sound pattern moves: a perfect circle in the
center of the surround display denotes a per-
fectly centered surround signal, while a signal
that balloons toward the outer edges of the
display indicates which channels emanate the
strongest signal.

TOP-NOTCH PHASE AND LEVEL METERING

Using just your ears can make it difficult to tell
when a stereo mix is slightly out of phase.With 
its Phase Meter, however, SurroundScope makes 
it much easier to detect an out of phase signal.

SurroundScope accurately depicts the phase
coherency of your signal across the full spectrum,
from perfect mono to completely out of phase.To
make phase detection even easier, the phase indicator
dot glows green when the signal is positively out 
of phase and red when the signal is negatively
out of phase.

In addition to surround and phase displays,
SurroundScope features a multichannel level
meter.Whether you’re running a stereo track or
eight channels of 7.1 surround, SurroundScope
gives you accurate and easy-to-read decibel level
readings for each channel, including readings for 
an LFE channel if one is present.

SYSTEM REQUIREMENTS

Digidesign-approved Pro Tools system

For the latest Digidesign product information and
system requirements, visit www.digidesign.com.

For the latest Development Partner plug-in 
and software compatibility information, visit
www.digidevelopers.com.

� Real-time, highly accurate
display of the stereo or 
multi-channel track’s phase,
surround position, and 
decibel levels in one 
easy-to-read window

� Support for all standard 
multi-channel formats:
stereo, LCR, LCRS, quadro-
phonic, 5.0, 5.1, 6.0, 6.1,
7.0, and 7.1 

� Automatic detection of a
track’s multi-channel format
when the SurroundScope
plug-in is inserted into 
the track

� Multi-dimensional display
that depicts the position 
of the audio signal within
your multi-channel track or
surround mix 

� Full-featured Lissajous
Phase Meter display —
perfect for Pro Tools and
Pro Tools LE systems 

� Highly accurate level meters
for each channel of a multi-
channel track

� Supports TDM and RTAS™ 
functionality
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